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Suitable application 

With the increasing usage 
of air conditioners, the air in the 
various air-conditioned places 
is generally polluted, which 
directly affecting human’s 
health. In order to improve the 
air quality of enclosed 
buildings, our company has 
produced new generation duct 
air purifier which can bring high 
quality of air to working and 
living environments. 

This product is suitable for 
family, small buildings, 
apartment, hotels and others. 
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Product Features 

◆ Fully sealed metal shell  

The shell of the whole 
machine is made of high 
quality metal which is 
moisture proof, corrosion 
proof, rust proof, fire proof 
and it has a fully sealed box 
structure. 
 

◆ Extra-large air volume 

Imported EBM double inlet fan 
with advance d fluid 
mechanics design technology. 
 

◆ Extra-low noise 

Utilizes special sound 
absorbing material and high 
quality motor, greatly 
reduce noise during 
operation. 
 

◆ Comfortable ventilation 

The indoor air can be replaced 
to ensure living place’s air is 
healthier. 
 

◆ Easy to install and maintain 

There are 4 hanging hook in 
parallel around the box, 
installation is quick and 
convenient; Its simple 
structure greatly reduce 
maintenance cost. 
 

◆ Air volume adjustment 

Provides 3 levels of air volume 
for user to choose. 
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1. Product Specifications: 

1. Product Introduction 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 

 
Remark:  
Due to product improvement, the parameter will be adjusted. 
Please refer to the nameplate data.  
 
 
2. Dimensions 

 

 
 
 
 

 
 
 
 
 
 

Model 
Dimension 

A B C D E F G H Ød 

D-Breath7.1 505 810 839 339 976 181 244 362 242 

Model 

Parameter 

D-Breath 7 

Power  Single phase 220V 50HZ 

Air volume High Medium Low 

Power consumption 

(W) 

229 86 21 

Air volume (m
3
/h) 1000 650 400 

External static pressure 

(Pa) 

80 

Noise level (dB(A)) 48 43 38 

Dimension (mm) 976*505*362 

Duct diameter (mm) φ250 

Weight (kg) 28 

 

Return air vent 

Cover Maintenance cover Hanging hook 

Supply 
air 

vent 
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2. Product Parts Name: 

 

 

3. Installation Preparations and Design Points:  
1. Installation location selection 

Duct air purifier are usually installed on ceiling, attention should be paid to the 

selection of installation location: 

 

● Installation height is not lower than 2.3 meters. 

● Location of installation should be selected where the required duct length is the 

shortest to reduce duct resistance. 

● When using socket for power supply, the socket must meet the installation 

standard. 

● In order to ease routine maintenance, a 450*450mm inspection port 

should be reserved in front of the equipment maintenance door or on 

the ceiling. 

● Please do not install the equipment, air intake and supply air vents in 

high temperature or directly heated places, high humidity places and 

places with a lot of oily smoke. 

Primary filter 

Inspection door Protection cover 

Casing 

Electrical 
box 

Fan 
HEPA filter 

Multi-purpose 
filter 
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Please do not install it in machinery, chemical factory which produces 
acid, alkali, organic solvent, paint and other harmful gases containing 
corrosive components, dust and oil mist.

 
 

2. Installation diagram: 
 

 

 

Schematic diagram 

 

 
3. Duct installation: 

 
 Connect the host and the duct to the air outlet, and fix the duct and the air outlet 

of the host with a cable tie.  

 Avoid excessive bending, multiple bending and reduction of the 

diameter of the connecting duct during installation work. 

 The connection of the duct and the interface should be wrapped and bonded 

with aluminum tape to avoid air leakage. 

 

4. Installation of return air inlet 

 

 Return air vent is normally installed in serious air pollution 

places like bathroom, toilet, store room, smoking areas and etc. 

 If a composite host is used to connect return air vent to the 

return air duct, it must be fixed with a clamp or screw. 

 Maintain the distance between return air vent and air inlet vent at 1.5m or above to 

avoid exhaust gas from flowing. 

 

 

 

 

 

 

 

 

 

 

 

Wind 
direction 

Casing must be installed 
horizontally 

The screw must be 
tightened when hanging 

Air duct must be tilted 
slightly 
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5. Circuit connection 

Please connect the control circuit according to the below schematic diagram: 

Description: 

 Electrical installation should be in accordance with relevant domestic laws and 

regulations. Please use dedicated lines. 

 The wire connection of the dotted line part of the circuit diagram should be carried 

out on-site by a qualified technician. 

 After completing the wiring, please check the wiring again before turning on the 

power. 

 It is recommended to use a switch with a contact distance of 3mm and above and a 

rated current of more than 10A. 

 It is recommended to use connecting cables with a diameter of 

Ø1.38mm、Ø1.78mm or 1.5mm
2
~2.5 mm

2
. 

 

Commissioning: 

 Check the connection after the installation is completed, and a test run is 

needed. 

 After the wiring is completed, turn on the power and perform a test run in the 

order shown in the table below to check the air supply status. 

 When abnormality occurs during test run, wiring can be considered 

as incorrect. In order to avoid electric shock, please turn off the 

special circuit breaker immediately and reconnect the wire 

correctly. 

Wall 
mounted 
controller 

Circuit 
board 
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Switch setting Checklist 

Air volume switch Air supply status 

High, medium, low Check whether the air output of 

the air supply port and suction 

port is controlled by high, 

medium, low gear 

 The control methodology of this product includes computer software group 

control and wall-mounted single control: 

a. Single control: 

 
Wall-mounted single control interface 

 

b. Computer software group control: 
 

 
 

Through computer software, numerous operations can be performed such as: 

i. Turn on or off air purifier 

ii. Control fan speed to change the clean air output of the air 

purifier 

iii. Check whether the filter has reached its expected service life 

iv. Turn on and off the air purifier regularly 

v. Real-time monitoring of indoor air quality 

vi. The air purifier can be controlled individually or in group 
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3. Filter Replacement 

 Maintenance on comprehensive primary filter: Use clean water to clean, dry and 

install once every two weeks: 

 
 The replacement cycle of multi-functional filter: Around 3000 hours  

 
 

Filter 

replacement steps:  

Step 1: Open the three metal clips on the maintenance door 

 
 

 

 

Step 2: Open the maintenance door 
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Step 3 : Clean or replace primary filter, multi-functional filter 
accordingly

 
 
 

 

Step 4: Close and lock the clip of the maintenance door 

 

4. Installation Precautions and Maintenance 

Installation precautions 

 Do not install in a place directly facing heat source or open flame. 

 Avoid installing air purifier in places with ambient temperature 

above 40
O
C. Operation under high temperature may deform the air 

purifier or burn the motor. 

 Do not install in places containing flammable gases. 

 Do not install in places with oil smoke. Air purifier cannot be used once the oil is 

adsorbed. 

 Do not install in places with high humidity to avoid electric shock or electrical 

malfunction. 

 Do not install in mechanical or chemical factory which produce 

acid, alkaline, organic solvent, paints etc. or gases containing 

corrosive components. 

 Inspection port should be installed on filter removal side. 

 Install in places with high strength and stability. 

 It is advisable to install a leakage circuit breaker according to the situation of 

installation place. 

 Air inlet vent should be installed where the discharged air will not flow back 

directly.   

 Installation of air inlet vent and air outlet vent should be as far apart as possible 

 The ducting should be of suitable model. 

 Do not install, dismantle or modify by yourself. 

 The connection part between interface and ducting should be wrapped with 

aluminum tape to avoid air leakage. 

 Install an insulation layer between ducting and wall when metal 

ducting is passed through metal plate or metal net of wooden 

buildings.
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Usage Precautions 

Please follow the following regulations to avoid injury to users and other personnel. 

 Do not use for ventilation of open burning appliances (such as petroleum 

heaters etc.). 

 Do not operate with wet hands to avoid electric shock. 

 Do not use flammable spray near the unit to prevent fire. 

 Stop operation and turn off special circuit breaker when there is abnormality 

(burnt smell). 

 Comply with rated voltage to avoid fire or electric shock. 

 Must be fully recognized for special usage. 

 When flammable gases leakage occurs, do not turn on the 
equipment. Instead, open window for ventilation to avoid risk of 
explosion. 

 Do not place the burner directly at the air outlet of the unit. 

 Do not put finger or stick into air inlet and outlet vent. 

 Do not turn the switch in a fast repeating manner to avoid misoperation leading 

to electrical malfunctioning. 

 When not in use, please turn off the dedicated circuit breaker for safety. 

 Do not place an open water container above the unit. 

 Do not modify, dismantle or repair by yourself. Improper operation may cause 

electric shock. 
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5. Maintenance 

 Ensure that the unit is turned off and dedicated circuit breaker is turned off 

before maintenance. 

 Duct air purifier will be blocked by dust or dirt under long term 
usage leading to poor ventilation. Please clean and replace the 
filter according to the amount of dirt and dust on the filter, 
especially when there is a lot of particulate pollution. If 
particulate matters adhere to the filter, ventilation efficiency will 
reduce. Please clean and replace in time. 

 Do not use volatile oil or metal brush when cleaning the filter. 

 Primary nylon filter can be cleaned with water, dried and reinstall into the unit. 

 Do not wash the unit with water. 

www.cleanroomair.ca



QR-WI-RD-51-08/0A 

产品使用说明书 

 

Service Description 

Dear valued customer: 

Thank  you  for  choosing  Clean  Room  Air™ .  We  hope  that  this 
product can you’re your requirement. If you have any questions or needs 
regarding  the maintenance  and troubleshooting  of our product, please 
contact  our company . We will wholeheartedly  provide  you with with 
quality service according  to the specific situation. The product warranty 
is one year (except for unauthorized modification).  

 
Contact: 

  

 

 

  

   

  

  

  

 

Service Record 
Product 

name 

 No.  

Serial 
number 

Maintenance service 
content 

Date Remark 

    

    

    

 

150 Bridgeland Ave. Suite 101
Toronto, ON M6A 1Z5

info@cleanroomair.ca

Clean Room Air

(905) 597 5855

www.cleanroomair.ca
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Quick Fix 
 

Problems                Solutions 

No display ★Check if the power supply is normal, wiring is 

secured 

★Check whether the switch button is flexible 

and effective 

★Replace controller before replacing the circuit 

board 

★Check whether the cable connection 

between LCD motherboard and circuit board is 

loose 

LCD garbled ★Back cover deformed during installation. 

Loosen one or two fixing screw to fix it 

Display normal 

but no output 

★Cable between controller and circuit board is 

damaged 

★Replace controller before replacing the 

circuit board 

Obvious drop in air 

volume after using 

for a while 

★Filter is blocked with dust, needs cleaning or 

replacement 

 
 
 

Packing List 
 

Product series Packing list details Quantity 

 
 

 
D-Breath 7 

Console 1 unit 

Power cable 1 unit 

Comprehensive primary filter (Pre-

installed)  

1PCS 

Multi-functional filter (Pre-

installed) 

1 set 

Wall mounted controller (Optional) 1PCS 

Product user guide 1PCS 

Product certification 1PCS 

Product warranty card 1PCS 
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